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Advantage Matrix for OR Illumination

Surgical Table
Surgical Light
Digital OR Solution
Ultrasound System

Dr.LiTE 2066

Professional &
Reliable

Because it matters




Experience, Technology and Design

BenQ Medical Technology is a global leading company which offering innovative products and
total solutions in medical field. Our vision is to assist professional surgical team performing
operations perfectly by offering the optimal OR lighting system. With exceptional abilities in
design and technology of OR lighting systems, we insure not only perfect surgery environment

but also excellent user experiences for our customers.

Perfect Shadow Management

Multi-facet reflector with more than 2,700 facets can accurately reflect in all directions to ensure

the highest shadow-free performance.

A True Color Rending

Dr. LiTE provides the optimized color clarity of the natural light, which supplies the color
temperatures under 4,200K with Ra 95. By controlling the color temperature, we can simulate

the natural light and make sure the tissues and organs can be easily identified by surgeon.

Deep Cavity Penetration

120cm of deep cavity penetration capability eliminates the need of refocus during surgical

procedure and provides optimal illumination for tissues of human body.




Endo-LED

Endo-LED handle producing a soft environment

illumination ideal for Minimally Invasive and

Microscope Surgeries.

The multi-facet reflector composite of
2,772 individual faects to group and
concentrate light beams from the 2066-
07 light head and project light in the
field depth.

Shadow Reduction Control

The formation of multi-facet light beams are
precisely and accurately project to the surgical
field, as a result of which the potential shadow
throughout the working field depth can be avoided.
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Deep Cavity penetration

120cm of deep cavity penetration capability

Optional Items

eliminates the need of refocus during surgical
procedure and provids optimal illumination either
on the skin surface or into a cavity of patient’s
body.

VP C: Built-in Camera D: Separate Camera T: Separate TFT Display F: Endo LED
Ez Positioning Handle

Easy-to-grip sterilizable handle always

Light Head

release button of the hand grip sleeve } .

within reach and fix.By pressing the

and can be removed from the sleeve

mounting.

2066-06 2066-07

Technical Data

Superior Cleanability
MODEL Dr.LiTE 2066-06 Dr.LiTE 2066-07

Aerodynamic design light head offers minimun

turbulence, and it also reduce the amount of Diameter of light-head (mm) 715
dust accumulated and provide more sterile Diameter of refector (mm) 500 620
working environment. Maximum intensity at Im distance (Lux) 140,000 160,000
Diameter of the field at Im (mm) 70 ~ 270 70 ~ 300
Maximum depth of field (mm) 1300 1200
Color temperature (K) 4,200 4,200
'l ! Color rendering index (Ra) 95 95
L ¥ Power consumption W) 200 200
- J:r .) Total irradiance (w/m2) 518 592
=t AT .. AC input (Va.c.) 100 ~ 240
LWE | ) Bulb live time (Hrs) 1000
- Bulb Specification V dc/W 22.8/ 150
No. of Bulb 2 (I Primary & | Back-up)
Dome Vision Image System truly meets the multimedia needs, also broadens Intensity level indication/Method 8 steps/electronic
the range of possibilities, in addition optimizes the workspace. This flexible Removable handles for sterilization Yes
concept adapts to the needs of the individual user. Dust protection Yes
Miscellaneous equipment such as a built-in CCD, the camera carried by the * All specifications are subject to change without prior notice.
separated suspension arm with double or single flat screen.




Model Combination for Dr. LiTE Minimum Range of Circular Motions

914 (mm) 1044 910

Single Arm Model Dual Arm Model Triple Arm Model e —
— . : 1 Light Head 2 Light Heads 3 Light Heads
2 2,900 2,900 3,000
Dr. Lite 2066-06 Dr. Lite 2066-66 Dr. Lite 2066-666 N es | %o
Dr. Lite 2066-07 Dr. Lite 2066-76 os . 35
Dr. Lite 2066-77 if ff ff if
800 (mm) N 915 910
’ h 1 Light Head 2 Light Heads
2,400 2,500
Dr. Lite 2066-D Dr. Lite 2066-06D Dr. Lite 2066-66D
Dr. Lite 2066-07D Dr. Lite 2066-76D
Dr. Lite 2066-77D
é 85 85 88 > = * The angles limited by Image System (D & T).
Dr. Lite 2066-T Dr. Lite 2066-06CT Dr. Lite 2066-66CT
Dr. Lite 2066-07CT Dr. Lite 2066-76CT
Dr. Lite 2066-77CT e BhgimtstaEmE
Dr. Lite 2066-TT Dr. Lite 2066-DT Dr. Lite 2066-07DT
Dr. Lite 2066-06DT

360° Rotation




Dr.LiTE 2066 Series B

Professional & Reliable

Cantilever design provides full range <=7
of movement

- Infrared remote control
capability

Multi-facet
reflector

Easy to clean the aerodynamic lighthead surface Separate TFT display Non-sterile handle Built-in camera Infrared remote controller




